	ELT Checklist (Becker SAR-DF 517)

	DCU (Display Control Unit) Operation to Acquire Signal

	1. Aircraft Master Power – On 

2. Mission Master Switch – On 

3. On/Off button – Press

4. Page Mode (upper right corner) – Emergency or Training 

* Note: Page select will only appear during first 10 seconds when unit is powered up.  Turn off and re-power up if you cannot get the right freq.

5. Freq Select (lower right corner) – 121.775 for Training

6. Freq Select – Select Scan for Real World Mission (Will monitor 121.5, 243, 406)
7. Dim – Press Rep and turn Page dial simultaneously to desired brightness 

8. Page – Turn to desired page (displayed upper right corner of LED display)
9. Volume – Adjust to 75% (lower left corner of DCU)
10. Squelch – Adjust so that it is below noise level
11. Comm Panel – Depress ADF switch to monitor audio signal 
12. Observer – Adjust page dial to 360o mode

	Bearing once Signal is acquired

	1. Observer – Direct course changes to pilot based off of bearing received from DCU (* Note number on DCU is a relative bearing from the nose of the aircraft NOT aircraft heading indicator) 
2. Observer – Direct course changes to pilot based off of bearing received from DCU

3. Crew – Maneuver left/right so that bearing reads 5o 
4. Observer – Adjust receiving level to a lower signal strength, no higher than 50%

5. Observer – GPS set to SAR Map page

6. Crew – Reading from DCU will drop to the right – when it is at 90o press MRK key on GPS          
7. Crew – Transition into visual search
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