	ELT Checklist (L-Tronics) Non ELT Mission

	Single Meter Mode

	1. Aircraft Master power - On

2. ELT power – On 

3. Frequency – 121.5

4. Selector switch – Receive  

5. Sensitivity – Maximum  (Full Clockwise)

6. Volume – Up until “hissing” is heard

7. Strength – Check for 1/3 scale

8. Dial Light – Turn on – Check for function

9. Dial Light – Turn off

10. Sensitivity – Minimum

11.  Sound – Decreases as sensitivity decreases

12.  Strength – Moves to left edge

13.  Selector Switch – DF 

14.  Needle – Center 

15.  Sensitivity – Maximum 

16.  DF needle – Should waver as sensitivity increases

17.  Selector Switch – Alarm Mode – Turn on

18.  Alarm light – Light should flash

19.  Alarm – Light should go out and audio ceases 


	ELT Checklist (L-Tronics) Non ELT Mission

	Dual Meter Mode

	1. Aircraft Master power - On

2. ELT power – On 

3. Frequency – 121.5

4. Alarm Toggle Switch – Off 

5. Sensitivity – Maximum  (Full Clockwise)

6. Volume – Up until “hissing” is heard

7. Strength – Check for 1/3 scale

8. DF Meter – Center

9. Dial Light – Turn on

10.  Dial Light – Turn off

11.  Sensitivity – Minimum

12. Sound – Decreases as sensitivity decreases

13. Strength – Moves to left edge

14.  Needle – Center

15.  Sensitivity – Maximum

16.  DF Needle – Should waver slightly

17.  Alarm Toggle – On

18.  Alarm Light – Should flash

19.  Alarm Light – Goes out audio ceases


	ELT Configuration for Flight Operations

	Single Meter Mode

	1. Frequency – 121.5

2. Selector Switch – Alarm Mode

3. Sensitivity – Maximum

4. Volume – Minimum 

	Dual Meter Mode

	1. Select 121.5

2. Alarm Toggle – On 

3. Sensitivity – Maximum

4. Volume – Minimum 


